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COLLECTION
The Lodgewood® Collection combines authentic wood
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CONSTRUCTION AND FINISH

DOOR DESIGNS

e Handcrafted 2-layer non-insulated wood doors
in authentic carriage house designs. Swing-out
appearance — modern operation.

e 6 door and 8 window or top sections for multiple
door design options.

e Available in 3 wood species. All stain grade wood
rails, stiles and panels are made from Redwood,
Cedar or Hemlock. Hemlock (paint grade and
grooved) doors have Hemlock stiles and rails with
exterior grade MDO plywood panels.

e 1/4" thick imported Luan interior backer glued to
stiles and rails.

e True divided windows are standard with 1/8" DSB
glass. Specialty glass options available.

e All doors can be factory primed or finish painted
white. Factory stain available for stained grade
wood species (additional cost).

WARRANTIES
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Hinge*

OPTIONAL FACTORY STAINING*

*If installed near top,
nmay impede operation.
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Natural Light Natural Cedar Teak  Mahogany Butternut Dark Oak RAILS
Not all wood types stain equally and all stain colors will vary in appearance

on all wood types. Variations in color will occur from printed material to
actual doors, or even from door to door.

of all wood doors. Doors must be painted or stained on all six sides prior to installation.
Failure to follow the installation and maintenance instructions will void the warranty.
Please refer to the installation and maintenance manual or go to www.clopay.com for
additional information about caring for a wood door.

*Additional cost.
Proper care and maintenance are imperative to the appearance, longevity and performance

PANELS - Hemlock Cedar

Design 1 Design 2 Design 3

Design 4 Design 5 Design 6
WINDOWS/TOP SECTION OPTIONS
Single Car Door Options

ARCH13

ARCH14

ARCH3

Solid ARCH?1 Solid

SQ23 SQ24

REC13 REC14

Double Car Door Options

ARCH4
Solid
ARCH2 Solid ARCH1 Solid
ARCH4 ARCH3

ARCHS8 ARCH6
SQ24 SQ23

REC14 REC13
MATERIAL OPTIONS
STAIN GRADE PAINT GRADE
Hemlock Cedar

Redwood

Paint Grade and Grooved doors
cannot be stained.




